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Light emission
• Light emission:
• Light direction:
• Light source:
• Source flux:
• Emitted flux:
• Efficacy:
• CCT:
• CRI index:
• Lifetime:

diffuse
downlight
LED board
350 lm
233 lm
39 lm/W
3000 K
97
>55000h L80 @ 25ºC

Electric facts
• Source power:
• Power absorbtion:
• Stand-by absorbtion:
• Grid voltage:
• Power supply:
• Dimmability:
• Source energy class:

4 W
5 W
<1 W
100-240V AC/50-60Hz
multiplug AC-DC converter provided
internal push dimmer
E

Technical data
• Enviroment:
• Placement:
• Net weight:
• Certifications:
• Suggested ambient:
• Maximum ambient T:
• Insulation class:
• Protection class:

indoor
table/desk
2,2
CE
25 ºC
40 ºC
III
IP20

Packaging
• Material:
• Dimensions:
• Volume:
• Gross weight:

cardboard box
21 x 21 x 27 (cm)
0,012 m³
3 Kg

release 2021, September

Table lamp with diffuser made of Bohemian crystal very accurately
shaped, working as an optical lens.
The metal parts are made in lathed aluminium.
The light source is a 5W-LED controlled by a switch with
integrated stepless dimmer.

All RAL finishes available upon request

Finishing

CRI

97
CCT

3000K

Emanuele Ricci, 2021

Limbus Eye (3000K - CE)

Aluminium
cod.19122

Black
cod. 19101

Brass
cod.19150

Aluminium
cod. AT19122

Black
cod. AT191

Brass
cod. AT19150

Black Marble
cod. AT19175

Sapphire Blue
cod. AT19106

Metallic Bronze
cod. AT19129MT

Body Base
Standard Special
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Light emission
• Light emission:
• Light direction:
• Light source:
• Source flux:
• Emitted flux:
• Efficacy:
• CCT:
• CRI index:
• Lifetime:

diffuse
downlight
LED board
330 lm
221 lm
37 lm/W
2700 K
97
>55000h L80 @ 25ºC

Electric facts
• Source power:
• Power absorbtion:
• Stand-by absorbtion:
• Grid voltage:
• Power supply:
• Dimmability:
• Source energy class:

4 W
5 W
<1 W
100-240V AC/50-60Hz
multiplug AC-DC converter provided
internal push dimmer
E

Technical data
• Enviroment:
• Placement:
• Net weight:
• Certifications:
• Suggested ambient:
• Maximum ambient T:
• Insulation class:
• Protection class:

indoor
table/desk
2,2
CE
25 ºC
40 ºC
III
IP20

Packaging
• Material:
• Dimensions:
• Volume:
• Gross weight:

cardboard box
21 x 21 x 27 (cm)
0,012 m³
3 Kg

release 2021, September

CRI

97
CCT

2700K

Emanuele Ricci, 2021

Limbus Eye (2700K - CE)

Table lamp with diffuser made of Bohemian crystal very accurately
shaped, working as an optical lens.
The metal parts are made in lathed aluminium.
The light source is a 5W-LED controlled by a switch with
integrated stepless dimmer.

All RAL finishes available upon request

Finishing

Aluminium
cod.19122

Black
cod. 19101

Brass
cod.19150

Aluminium
cod. AT19122

Black
cod. AT191

Brass
cod. AT19150

Black Marble
cod. AT19175

Sapphire Blue
cod. AT19106

Metallic Bronze
cod. AT19129MT

Body Base
Standard Special


